
ROADMASTER POWERPLUS DARK HORSE SPECIFICATIONS

BRAKES
Brake System Type  Combined front and rear braking with ABS
Front Braking System  Brembo® Calipers, Dual Semi-Floating Rotors:   
 320 mm x 5.0 mm
Rear Braking System  Single Floating Rotor: 298 mm x 7.0 mm 

WHEELS & TIRES 
Front Tire  Metzeler® Cruisetec® 130/60B19 66H
Front Wheel  10-Spoke Cast Black 19" x 3.5"
Rear Tire  Metzeler® Cruisetec® 180/60R16 80H
Rear Wheel  10-Spoke Cast Black 16" x 5"

COLORS
Black Smoke 
Storm Gray 

For pricing and availability in your region, please contact your local Indian Motorcycle press contact. 
Images may show North American models and may have accessories fitted. International models may 
vary. 
*Navigation may not be available in all countries. 
**RIDE COMMAND / RIDE COMMAND+ features vary by country. 
***2025 European PowerPlus models come standard with the PowerPlus 112 and Rider Assist package. 
Other markets may vary. 

RIDE COMMAND INFOTAINMENT SYSTEM
Infotainment Bright, 178 mm touchscreen display with glove-touch   
 compatibility and visibility in all conditions
GPS Navigation* Turn-by-turn navigation with multi-pointe route   
 planning, preloaded points of interest, customizable   
 gauge screens, ride tracking and more
RIDE COMMAND+ TCU** Connected services with Apple CarPlay®, Bike Health,  
 Bike Locator, Intuitive Destination Search, and more

ENGINE: POWERPLUS 112 
Engine Type 60-degree V-twin
Transmission  6-speed, constant mesh / foot shift
Battery  12 volts / 18 amp/hour, 310 CCA
Bore x Stroke  110 mm x 96.5 mm
Clutch  Wet, multi-plate, assist 
Compression Ratio  11.4:1
Cooling System  Liquid Cooled
Displacement  112 cu-in, 1834 cc 
Exhaust  Split exhaust with Resonator 
Final Drive  Belt drive, 152 tooth 
Fuel Capacity  22.7 litres
Fuel System  Closed loop fuel Injection / 52 mm dual bore
Oil Capacity  4.73 litres
Primary Drive  Gear drive wet clutch
Power 126 hp
Peak Torque 181.4 Nm at 3800 rpm

SUSPENSION
Front Suspension  43 mm Inverted Telescopic Fork, 130 mm travel
Rear Suspension  Single Shock with Hydraulic Preload Adjustment  
 114 mm travel

CHASSIS
Weight  407 kg/423 kg (As Shipped/Running Order)(As Shipped/Running Order)
Lean Angle 31 °
Ground Clearance  137 mm
GVWR 628 kg
Length  2578 mm
Rake/Trail  25˚ / 150 mm
Seat Height 672 mm
Wheelbase  1668 mm

Specifications subject to change.


